
All Fumagalli products are manufactured according 
to the most updated international standards and 
regulation to ensure thehighest level of quality.

ANTI RUST

NO PAINTING
REQUIRED

LIFETIME
GUARANTEE

MADE IN
ITALY

Terms &
Conditions apply*

NEWSOLAR SOLAR
Range

Rosetta + Bisso
2W LED

Bollards

 

Rosetta Lantern + Mizar Post
2W LED

Rosetta Lantern + Iafet Post
2W LED

Fiorina with Spike
2W LED

OFF

SUMMER MODESUMMER MODE

100%
280 lm

15%
42 lm

for 25 sec.

Can Operate Up To: 25h
(at fully charged battery)

1 flash
SUMMER MODECLOUDY MODE

100%
280 lm

7%
20 lm

for 25 sec.

Can Operate Up To: 46h
(at fully charged battery)

2 flash
SUMMER MODESENSOR MODE

100%
280 lm

OFF

for 25 sec.

423 Sensor Detections
(at fully charged battery)

3 flash

OFF

STANDBY 
MODE

NO WORKING TO
PRESERVE 

THE BATTERY

CHARGING TIME 6h
AT 60.000 Lux (full sunny day)

LiFePO4 battery
No Risk of Explosion

REPLACEABLE
BATTERY

Solar Module

Wall Bracket

COMPONENTS 3 WORKING MODES

Wall Lights

Fortunato
2W LED

Rosetta Lamp + Bisso Wall Bracket
2W LED



FUMAGALLI POLES TECHNOLOGY

Fumatech technology grants to our lamps the same 
strength features of a metal post, combined with all the 
advantages in terms of rust and corrosion resistance 
that only a resin material can offer.

INNER METAL POLE STRUCTURE
Structural metal pole hot deep galvanized inside
and outside by zinc bath immersion.

1
EXPANSE
High Density rigid polyurethane provides 
lightweight and durable cohesion between
the inner metal post and the outer resin cover.

2

OUTER RESIN COVER
Outer coating of a single piece without joints 
made of shockproof resin material.

3

Product Advantages

LED Lamps

Anti
Corrosion

Maintenance
Free

UV-Rays
Stabilized

Safe
to Touch

Unaffected
By Chemicals

E27 LED
Settable CCT
2500K/4000K/6500K

E27 Filament LED
CCT (2700K)

GU10
Settable CCT
2700K/4000K

GX53 LED
Settable CCT
3000K/4000K/6500K

metal post
covered resin

TÜV CB Certified LED 

50W E27 High Power LED
CCT (3000K/4000K)

30W E27 High Power LED
Settable CCT
3000K/4000K


