ODELIC

MADE IN JAPAN

ODELIC provides practical, efficient and
customized lighting fixtures, ranging from
down lights and track lighting systems to
linear base light, high bays and troffer
lighting products for infrastructure projects.

B DOWNLIGHTS

MINIMUM SERIES

Dimmable « Tunable White

SPECIFICATIONS:

Wattage: 33W

Color Temp.: 2700-6500K

CRI: 83

Voltage: 100V-240V
Dimmable100-1%-Tunable white
Remote Controller: excluded
CONNECTED LIGHTING@

MINIMUM-50 SERIES

Fixed Adjustable Wall Washer
SPECIFICATIONS:

Wattage: 10.9W

Color Temp.:4000K White
CRI: 83

Voltage: 100V-240V
Non-dimmable

PLUGGED SERIES

Interchangeable

SPECIFICATIONS:
LED unit Light distribution lens
‘ Wattage: 21W
. i - Color Temp.: 2700K-5000K
CRI: 83
. Voltage: 100V-240V
*Narrow - Medium Non-dimmable
-Spread - Diffusion
- Wide - Wide diffusion

Available in range of wattages, color temperatures, and sizes



I PENDANT LIGHTS

Wattage: 6.3W
Color Temp.: 2700K-6500K

Wattage: 6.3W
Color Temp.: 2700K-6500K

)

CRI: 80 CRI: 80

Voltage: 100V-240V ! Voltage: 100V-240V

Dimmable 100-5% Tunable white i Dimmable 100-5% Tunable white
— Remote Controller: excluded o ‘ Remote Controller: excluded
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B WALL LIGHTS
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Wattage: 6.3W Wattage: 6.3W
Color Temp.: 2700K-6500K Color Temp.: 2700K-6500K
CRI: 80 CRI: 80
Voltage: 100V-240V Voltage: 100V-240V
Dimmable 100-5% Tunable white Dimmable 100-5% Tunable white
Remote Controller: excluded Remote Controller: excluded
CONNECTED LIGHTING CONNECTED LIGHTING
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