
Essential emergency lights and exit signs                     
designed to keep you safe in critical moments.

Designed to keep you safe in critical moments.

Safety Lighting
Solutions 

EMERGENCY LIGHTS EXIT SIGNS



Emergency Lights
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PHOENIX_HO

Ideal for interior applications such as hotels, reception rooms, restaurants, exhibitions, showrooms and other commercial spaces.

High output dual head emergency light, 
super bright LED lamp for emergency 
mode, provide more than 650lm output.

PHOENIX_HO PHOENIX_RD

500lm

6.8W

Approx. 240 minutes

220-240V, 60Hz

12V, 2800mAh Ni-Cad

ABS Housing

IP65
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PHOENIX_IP
Phoenix IP’s emergency light is distinctively
recognized for it’s durability, e�ciency,
and flexibility.

Lumens output

Wattage

Duration time

Voltage

Battery

Material

IP rating

650lm

2 x 4W

Approx. 90 minutes

120-277V, 60Hz

6V, 4AH Lead Acid Bat

ABS Housing

IP20

PHOENIX_AB
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Lumens output

Wattage

Duration time

Voltage

Battery

Material

IP rating

300lm

2 x 1.2W

Approx. 90 minutes

120-277V, 60Hz

3.6V, 1000mAh Ni-Cad

ABS Housing

IP20
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PHOENIX_RD

Lumens output

Wattage

Duration time

Voltage

Battery

Material

IP rating

200lm

2W

Approx. 180 minutes

220-240V, 60Hz

4.8V, 2000mAh Ni-Cad

PC Housing

IP20

Lumens output

Wattage

Duration time

Voltage

Battery

Material

IP rating

PHOENIX_AB



Exit Signs

Ideal for hotels, reception rooms, restaurants, exhibitions, showrooms and other commercial spaces.
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ORION_IP
Rugged and durable LED exit sign 
suitable for wet, dirty and dusty areas.

ORION_MBORION_MCORION_AB

ORION_MB
Directional Exit Sign

ORION_AB
Compact Exit Sign
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ORION_MC
Mirrorized Clear Exit Sign

 

Duration time

Voltage

Battery

Material

IP rating

Approx. 360 minutes

220-240V, 60Hz

3.6V, 500mAh Ni-Cad

ABS Housing

IP65

 

Duration time

Voltage

Battery

Material

IP rating

 

Duration time

Voltage

Battery

Material

IP rating

 

Duration time

Voltage

Battery

Material

IP rating

Approx. 360 minutes

220-240V, 60Hz

12V, 1000mAh Ni-Cad

ABS Housing

IP20

Approx. 360 minutes

220-240V, 60Hz

3.6V, 600mAh Ni-Cad

Aluminum Housing

IP20

Approx. 360 minutes

120-270V, 60Hz

3.6V, 600mAh Ni-Cad

Aluminum Housing

IP20



marketing@cenitlighting.com
www.cenitlighting.com
shop.cenitlighting.com

670 Florentino Torres Street, Sta. Cruz, Manila
T:  +(632) 8733 8351 to 52 | M:  +(63) 915 6024856

SHOWROOM:

2/F Le Mar Ben II Building 747 San Bernardo Street, Sta. Cruz, Manila
T:  +(632) 8733 8353 to 56 | M:  +(63) 917 55-CENIT (23648)

HEAD OFFICE:


